LID ASSEMBLY WITH PENTAGON HEAD PLUG

PRESSURE RATING 150 PSI MIN. >

ALL PACK JOINT COUPLINGS TO BE
SUPPLIED WITH STAINLESS STEEL INSERT
STIFFENERS

*PRESSURE MAIN DIAMETER TO BE AS
SHOWN ON CONTRACT DRAWINGS

ACTUATOR
1-1/2" PIPE

TO MAIN

COMPRESSION ADAPTER FITTING
MATERIAL: NON—METALLIC

VALVE CURB STOP WITH FEMALE PIPE
THREADS AND RATCHETING VALVE HANDLE
MATERIAL: NON—METALLIC

MARKED "SEWER”
MATERIAL: CAST IRON

| EXTENSION TYPE CURB BOX WITH ARCH PATTERN BASE

AVAILABLE IN ADJUSTABLE LENGTHS

COMPRESSION ADAPTER FITTING
MATERIAL: NON—METALLIC

COMPRESSION X THREAED COUPLER

MATERIAL: NON—METALLIC
FEMALE
\\ MALE

PR R RRRR XA
RS TO BASIN

1-1/2" FEMALE NPT X 1 1/4" MALE NPT
X 12" MIN. FLEX S.S. PIPE

1—1/2" NON—METALLIC PIPE

FLAP TYPE CHECK VALVE

DRAWING NOT TO SCALE

THIS PRINT IS AND CONTAINS PROPRIETARY INFORMATION OWNED EXCLUSIVELY
BY CRANE PUMPS & SYSTEMS, INC. THIS RESTRICTION INCLUDES, BUT IS NOT
LIMITED TO THE CONDITION THAT THIS PRINT WILL ONLY BE USED AS A RECORD
OR TO IDENTIFY OR INSPECT PARTS OR FOR OTHER INFORMATION PURPOSES,
AND WILL NOT BE USED TO MANUFACTURE OR PROCURE THE MANUFACTURE OF
THE PARTS SHOWN IN THIS PRINT BY ANY OTHER SOURCE THAN CRANE PUMPS &
SYSTEMS, INC.

THIS DRAWING IS APPROVED FOR UNCONTROLLED
DISTRIBUTION

AS ARESULT OF BARNES CONSTANT PRODUCT IMPROVEMENT
PROGRAM, PRODUCT CHANGES MAY OCCUR. AS SUCH, BARNES
RESERVES THE RIGHT TO CHANGE PRODUCT WITHOUT PRIOR
WRITTEN NOTIFICATION
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